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ﬂ*% (Size) :

1. NF11/297 X 210X 1. Omm/MUV/adhesive tape/Each slice loaded into an opp pouch

R~FFIAZ (Dimensions: & Tolerance)

it Length Width Thickness Thickness of adhesive
T ) (mm) (mm) (mm)
Size 297 210 1.0 0.20
Tolerance | -0.5/+1.5 -0.5/+1 .1 40.02
Bit:AE (Magnetic Properties) :
BH)max
Code Br(Gs) Hcb(Oe) Hcj(Oe) (BH)
(MGOe)
NF11 = 2300 =2100 = 2400 1.35-1. 50
W41 (Pull Strength) :
Pole pitch
Code Thickness (mm) P Pull (g/cm?)
(mm)
NF11 1.0 2.5 >80
YIFE2¥ Physical Data:
Total thickness (mm) L 240. 10
R T
Reference Weight (g/m") 3800380
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i E
Hardness (Shore D)
it 5
Flexibility (®6mm k)
FYIREE

Opacity

LIl

45+5

Without cracking

100%

F=mfrfF Storage:

TARZ A BAEREE R 21°C--38°C, BUAWILERINGIREILT 10°C AR TR, ok
R FROR 751 ARG 17 TGV 2 [ R S AE A4 b AR, QR IR RGN b, AGHR N HdER ) A FE Ik 2 AR
KA.

Working Condition: The optimum temperature range is 21 °C--38°C. It's not recommended t
o apply while the initial temperature is lower than 10°C, because the adhesive is too hard to
paste on the object completely. However, if it has been affixed properly, the sticking force of
adhesive can keep in ideal state in the low temperature.

it (7264 25°C Fil 50%HH T

Storage Condition: 25°C and 50% humidity conditions

TR R aERE N A= HiREN 12 A
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Shelf life: 12 months under original packaging condition

The magnetic force is permanent and will not degrade in normal temperature without strong
magnetic interference.






